
ROP5
  0    100  m/h

BS
  6    16  in

GR_ARC
  0    150  gAPI

(m)(m)

1:2001:200

MDMD

DDBHC_MH_DTCO_MS7

  240    40  us/ft

DDBHC_MH_DTSH_MS7

  240    40  us/ft
DTCO_MH_MS7_R

  40    240  us/ft

DTSH_MH_MS7_R
  40    240  us/ft

SPR_MH_MS7_R
  40    240  us/ft

ST_Projection_SCOPE

0.
00

0.
20

0.
33

0.
46

0.
60

0.
73

1.
01

DTCO_MH_MS7_T
  40    240  us/ft

DTSH_MH_MS7_T
  40    240  us/ft

SPR_MH_MS7_T
  40    240  us/ft

ST_Projection_SCOPE

0.
00

0.
20

0.
33

0.
46

0.
60

0.
73

1.
01

TICO_MH_FINAL
  0    5100  us

TISH_MH_FIANL
  0    5100  us

WFA_MHT - R 6
  0    5100  

VDL
  -450.12    450.12  

FOLD HERE:                                           The well name, location and borehole reference data were furnished by the customer.

Any interpretation, research, analysis, data, results, estimates, or recommendation furnished with the services or otherwise communicated by Schlumberger to
the customer at any time in connection with the services are opinions based on inferences from measurements, empirical relationships, and/or assumptions;
which, inferences, empirical relationships and/or assumptions are not infallible and with respect to which professionals in the industry may differ. Accordingly,
Schlumberger cannot and does not warrant the accuracy, correctness, or completeness of any such interpretation, research, analysis, data, results, estimates,
or recommendation. The customer acknowledges that it is accepting the services "as is," that Schlumberger makes no representation or warranty, express or
implied, of any kind or description in respect thereto, and that such services are delivered with the explicit understanding and agreement that any action taken
based on the services received shall be at its own risk and responsibility, and no claim shall be made against Schlumberger as a consequence thereof.

MD logs is Measured Depth from Rotary Table. 

SonicScope Monopole High waveform was processed by Slowness Time Coherence (STC) method. Multi-shot

STC processing with 7 NRSA (Numbers of receivers in sub-array) was performed. Both of STC receiver mode

and transmitter mode were executed. 

Depth Derived Borehole Compensated (DDBHC) slowness was computed from receiver mode and transmitter

mode STC processed results. 

Shear slowness here is questionable as formation shear signal was probably affected by drilling fluid mode. 
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