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GCSE Generalized Caliper Selection BS
H1P HNGS Detector 1 Allow/Disallow In Processing ALLOW
H2P HNGS Detector 2 Allow/Disallow In Processing ALLOW
HABK HNGS Borehole Potassium Running Average −0.016144
HALF HNGS Alpha Filter Length 60 IN
HCRB HNGS Apply Borehole Potassium Correction NONE
HMWM Mud Weighting Material NATU
HNPE HNGS Processing Enable YES
S1BI HNGS Detector 1 Calibration Bismuth Count Rate 1.3 CPS
S2BI HNGS Detector 2 Calibration Bismuth Count Rate 1.3 CPS
SGRC HNGS Standard Gamma−Ray Correction Flag YES
TPOS Tool Position ECCE
VBA1 HNGS Detector 1 Variable Barite Factor Running Average 0.96658
VBA2 HNGS Detector 2 Variable Barite Factor Running Average 0.990384

System and Miscellaneous
BS Bit Size 9.875 IN

Parameters

DLIS Name Description Value
HNGS−BA: Hostile Natural Gamma Ray Sonde

BAR1 HNGS Detector 1 Barite Constant 1
BAR2 HNGS Detector 2 Barite Constant 1
BHK HNGS Borehole Potassium Correction Concentration 0
BHS Borehole Status OPEN
CSD1 Inner Casing Outer Diameter 0 IN
CSD2 Outer Casing Outer Diameter 0 IN
CSW1 Inner Casing Weight 0 LB/F
CSW2 Outer Casing Weight 0 LB/F
DBCC HNGS Barite Constant Correction Flag NONE
GCSE Generalized Caliper Selection BS
H1P HNGS Detector 1 Allow/Disallow In Processing ALLOW
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