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RUN 1 RUN 2

SEA FLOOR DRILLER- 3645.4 MBRF.
Casing Logger- 3914.4 MBRF.

Total Depth Logger- 4374.5 MBRF.
Total Depth Driller- 4397.4 MBRF.
Sea Floor- 3645.4 MBRF
WHC was run.
SEA WATER USED TO FILL THE HOLE.
All depths in Meters Below Rig Floor (MBRF).
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AND CONDITIONS AGREED UPON BETWEEN SCHLUMBERGER AND THE COMPANY, INCLUDING: (a) RESTRICTIONS ON
USE OF THE RECORDED-DATA; (b) DISCLAIMERS AND WAIVERS OF WARRANTIES AND REPRESENTATIONS REGARDING
COMPANY'S USE OF AND RELIANCE UPON THE RECORDED-DATA; AND (c) CUSTOMER'S FULL AND SOLE RESPONSIBILITY
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WSAM
OPTION
BGKT_PANEL
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 _________________________________________________________________ 
|                                                                 |
|       VSP STACK SUMMARY LISTING (TWO WAY CORRECTED TIMES)       |
|                                                                 |
|   Gun and Hydrophone Coordinates:                               |
|                                                                 |
|       Gun Azimuth                                  0.0  DEG     |
|       Gun Offset                                  49.0  M       |
|       Gun Depth        From Schlumberger Zero     13.3  M       |
|       Hydrophone Depth From Schlumberger Zero     13.3  M       |
|                                                                 |
|       SRD Depth        From Schlumberger Zero     11.3  M       |
|                                                                 |
|   Other VSP constants:                                          |
|                                                                 |
|       True Vertical Time Correction              YES            |
|       Surface Velocity                          1524.00 M/S     |
|                                                                 |
|_________________________________________________________________|
|  Stack   | Measured | Measured |True Vert.|Corrected | Interval |
|  number  |  Depth   |Trans Time|Depth from|Trans Time| Velocity |
|          |   (1)    |          | SRD (2)  |   (3)    |   (4)    |
|          |   (M )   |   (MS)   |    (M )  |   (MS)   |   (M/S)  |
|__________|__________|__________|__________|__________|__________|
|     12   |  3940.0  |  2590.31 |  3928.7  |  5182.84 |   5753.81|
|     11   |  3980.0  |  2597.26 |  3968.7  |  5196.74 |   4779.04|
|     10   |  4020.0  |  2605.62 |  4008.7  |  5213.48 |   3640.59|
|      9   |  4055.1  |  2615.26 |  4043.8  |  5232.77 |   4355.58|
|      8   |  4090.0  |  2623.27 |  4078.7  |  5248.79 |   5013.10|
|      7   |  4125.0  |  2630.25 |  4113.7  |  5262.75 |   4271.00|
|      6   |  4165.0  |  2639.61 |  4153.7  |  5281.49 |   4974.98|
|      5   |  4215.0  |  2649.66 |  4203.7  |  5301.59 |   6049.77|
|      4   |  4255.0  |  2656.27 |  4243.7  |  5314.81 |   4556.19|
|      3   |  4305.1  |  2667.26 |  4293.8  |  5336.80 |   5408.73|
|      2   |  4345.0  |  2674.64 |  4333.7  |  5351.56 |   5247.60|
|      1   |  4374.5  |  2680.26 |  4363.2  |  5362.80 |      0.00|
|__________|__________|__________|__________|__________|__________|
|(1)Measured Depth is Cable Depth Referenced to Schlumberger Zero.|
|(2)TVD is referenced to SRD (5)                                  |
|(3)TW Transit time with respect to SRD(5) corrected for Deviation|
|(4)Interval Velocity corrected for Deviation.                    |
|(5)SRD is Seismic Reference Depth.                               |
|__________|__________|__________|__________|__________|__________|
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 _________________________________________________________________ 
|                                                                 |
|                    VSP STACK SUMMARY LISTING                    |
|                                                                 |
|   Gun and Hydrophone Coordinates:                               |
|                                                                 |
|       Gun Azimuth                                  0.0  DEG     |
|       Gun Offset                                  49.0  M       |
|       Gun Depth        From Schlumberger Zero     13.3  M       |
|       Hydrophone Depth From Schlumberger Zero     13.3  M       |
|                                                                 |
|       SRD Depth        From Schlumberger Zero     11.3  M       |
|                                                                 |
|   Other VSP constants:                                          |
|                                                                 |
|       True Vertical Time Correction              YES            |
|       Surface Velocity                          1524.00 M/S     |
|                                                                 |
|_________________________________________________________________|
|  Stack   | Measured | Measured |True Vert.|Corrected | Interval |
|  number  |  Depth   |Trans Time|Depth from|Trans Time| Velocity |
|          |   (1)    |          | SRD (2)  |   (3)    |   (4)    |
|          |   (M )   |   (MS)   |    (M )  |   (MS)   |   (M/S)  |
|__________|__________|__________|__________|__________|__________|
|     12   |  3940.0  |  2590.31 |  3928.7  |  2591.42 |   5753.81|
|     11   |  3980.0  |  2597.26 |  3968.7  |  2598.37 |   4779.04|
|     10   |  4020.0  |  2605.62 |  4008.7  |  2606.74 |   3640.59|
|      9   |  4055.1  |  2615.26 |  4043.8  |  2616.38 |   4355.58|
|      8   |  4090.0  |  2623.27 |  4078.7  |  2624.40 |   5013.10|
|      7   |  4125.0  |  2630.25 |  4113.7  |  2631.38 |   4271.00|
|      6   |  4165.0  |  2639.61 |  4153.7  |  2640.74 |   4974.98|
|      5   |  4215.0  |  2649.66 |  4203.7  |  2650.79 |   6049.77|
|      4   |  4255.0  |  2656.27 |  4243.7  |  2657.41 |   4556.19|
|      3   |  4305.1  |  2667.26 |  4293.8  |  2668.40 |   5408.73|
|      2   |  4345.0  |  2674.64 |  4333.7  |  2675.78 |   5247.60|
|      1   |  4374.5  |  2680.26 |  4363.2  |  2681.40 |      0.00|
|__________|__________|__________|__________|__________|__________|
|(1)Measured Depth is Cable Depth Referenced to Schlumberger Zero.|
|(2)TVD is referenced to SRD (5)                                  |
|(3)Transit time with respect to SRD(5) corrected for Deviation.  |
|(4)Interval Velocity corrected for Deviation.                    |
|(5)SRD is Seismic Reference Depth.                               |
|__________|__________|__________|__________|__________|__________|

 _________________________________________________________________ 
|                                                                 |
|       VSP STACK SUMMARY LISTING (TWO WAY CORRECTED TIMES)       |
|                                                                 |
|   Gun and Hydrophone Coordinates:                               |
|                                                                 |
|       Gun Azimuth                                  0.0  DEG     |
|       Gun Offset                                  49.0  M       |
|       Gun Depth        From Schlumberger Zero     13.3  M       |
|       Hydrophone Depth From Schlumberger Zero     13.3  M       |
|                                                                 |
|       SRD Depth        From Schlumberger Zero     11.3  M       |
|                                                                 |
|   Other VSP constants:                                          |
|                                                                 |
|       True Vertical Time Correction              YES            |
|       Surface Velocity                          1524.00 M/S     |
|                                                                 |
|_________________________________________________________________|
|  Stack   | Measured | Measured |True Vert.|Corrected | Interval |
|  number  |  Depth   |Trans Time|Depth from|Trans Time| Velocity |
|          |   (1)    |          | SRD (2)  |   (3)    |   (4)    |
|          |   (M )   |   (MS)   |    (M )  |   (MS)   |   (M/S)  |
|__________|__________|__________|__________|__________|__________|
|     12   |  3940.0  |  2590.31 |  3928.7  |  5182.84 |   5753.81|
|     11   |  3980.0  |  2597.26 |  3968.7  |  5196.74 |   4779.04|
|     10   |  4020.0  |  2605.62 |  4008.7  |  5213.48 |   3640.59|
|      9   |  4055.1  |  2615.26 |  4043.8  |  5232.77 |   4355.58|
|      8   |  4090.0  |  2623.27 |  4078.7  |  5248.79 |   5013.10|
|      7   |  4125.0  |  2630.25 |  4113.7  |  5262.75 |   4271.00|
|      6   |  4165.0  |  2639.61 |  4153.7  |  5281.49 |   4974.98|
|      5   |  4215.0  |  2649.66 |  4203.7  |  5301.59 |   6049.77|
|      4   |  4255.0  |  2656.27 |  4243.7  |  5314.81 |   4556.19|
|      3   |  4305.1  |  2667.26 |  4293.8  |  5336.80 |   5408.73|
|      2   |  4345.0  |  2674.64 |  4333.7  |  5351.56 |   5247.60|
|      1   |  4374.5  |  2680.26 |  4363.2  |  5362.80 |      0.00|
|__________|__________|__________|__________|__________|__________|
|(1)Measured Depth is Cable Depth Referenced to Schlumberger Zero.|
|(2)TVD is referenced to SRD (5)                                  |
|(3)TW Transit time with respect to SRD(5) corrected for Deviation|
|(4)Interval Velocity corrected for Deviation.                    |
|(5)SRD is Seismic Reference Depth.                               |
|__________|__________|__________|__________|__________|__________|
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 _________________________________________________________________ 
|                                                                 |
|                    VSP STACK SUMMARY LISTING                    |
|                                                                 |
|   Gun and Hydrophone Coordinates:                               |
|                                                                 |
|       Gun Azimuth                                  0.0  DEG     |
|       Gun Offset                                  49.0  M       |
|       Gun Depth        From Schlumberger Zero     13.3  M       |
|       Hydrophone Depth From Schlumberger Zero     13.3  M       |
|                                                                 |
|       SRD Depth        From Schlumberger Zero     11.3  M       |
|                                                                 |
|   Other VSP constants:                                          |
|                                                                 |
|       True Vertical Time Correction              YES            |
|       Surface Velocity                          1524.00 M/S     |
|                                                                 |
|_________________________________________________________________|
|  Stack   | Measured | Measured |True Vert.|Corrected | Interval |
|  number  |  Depth   |Trans Time|Depth from|Trans Time| Velocity |
|          |   (1)    |          | SRD (2)  |   (3)    |   (4)    |
|          |   (M )   |   (MS)   |    (M )  |   (MS)   |   (M/S)  |
|__________|__________|__________|__________|__________|__________|
|     12   |  3940.0  |  2590.31 |  3928.7  |  2591.42 |   5753.81|
|     11   |  3980.0  |  2597.26 |  3968.7  |  2598.37 |   4779.04|
|     10   |  4020.0  |  2605.62 |  4008.7  |  2606.74 |   3640.59|
|      9   |  4055.1  |  2615.26 |  4043.8  |  2616.38 |   4355.58|
|      8   |  4090.0  |  2623.27 |  4078.7  |  2624.40 |   5013.10|
|      7   |  4125.0  |  2630.25 |  4113.7  |  2631.38 |   4271.00|
|      6   |  4165.0  |  2639.61 |  4153.7  |  2640.74 |   4974.98|
|      5   |  4215.0  |  2649.66 |  4203.7  |  2650.79 |   6049.77|
|      4   |  4255.0  |  2656.27 |  4243.7  |  2657.41 |   4556.19|
|      3   |  4305.1  |  2667.26 |  4293.8  |  2668.40 |   5408.73|
|      2   |  4345.0  |  2674.64 |  4333.7  |  2675.78 |   5247.60|
|      1   |  4374.5  |  2680.26 |  4363.2  |  2681.40 |      0.00|
|__________|__________|__________|__________|__________|__________|
|(1)Measured Depth is Cable Depth Referenced to Schlumberger Zero.|
|(2)TVD is referenced to SRD (5)                                  |
|(3)Transit time with respect to SRD(5) corrected for Deviation.  |
|(4)Interval Velocity corrected for Deviation.                    |
|(5)SRD is Seismic Reference Depth.                               |
|__________|__________|__________|__________|__________|__________|

 _________________________________________________________________ 
|                                                                 |
|       VSP STACK SUMMARY LISTING (TWO WAY CORRECTED TIMES)       |
|                                                                 |
|   Gun and Hydrophone Coordinates:                               |
|                                                                 |
|       Gun Azimuth                                  0.0  DEG     |
|       Gun Offset                                  49.0  M       |
|       Gun Depth        From Schlumberger Zero     13.3  M       |
|       Hydrophone Depth From Schlumberger Zero     13.3  M       |
|                                                                 |
|       SRD Depth        From Schlumberger Zero     11.3  M       |
|                                                                 |
|   Other VSP constants:                                          |
|                                                                 |
|       True Vertical Time Correction              YES            |
|       Surface Velocity                          1524.00 M/S     |
|                                                                 |
|_________________________________________________________________|
|  Stack   | Measured | Measured |True Vert.|Corrected | Interval |
|  number  |  Depth   |Trans Time|Depth from|Trans Time| Velocity |
|          |   (1)    |          | SRD (2)  |   (3)    |   (4)    |
|          |   (M )   |   (MS)   |    (M )  |   (MS)   |   (M/S)  |
|__________|__________|__________|__________|__________|__________|
|     12   |  3940.0  |  2590.31 |  3928.7  |  5182.84 |   5753.81|
|     11   |  3980.0  |  2597.26 |  3968.7  |  5196.74 |   4779.04|
|     10   |  4020.0  |  2605.62 |  4008.7  |  5213.48 |   3640.59|
|      9   |  4055.1  |  2615.26 |  4043.8  |  5232.77 |   4355.58|
|      8   |  4090.0  |  2623.27 |  4078.7  |  5248.79 |   5013.10|
|      7   |  4125.0  |  2630.25 |  4113.7  |  5262.75 |   4271.00|
|      6   |  4165.0  |  2639.61 |  4153.7  |  5281.49 |   4974.98|
|      5   |  4215.0  |  2649.66 |  4203.7  |  5301.59 |   6049.77|
|      4   |  4255.0  |  2656.27 |  4243.7  |  5314.81 |   4556.19|
|      3   |  4305.1  |  2667.26 |  4293.8  |  5336.80 |   5408.73|
|      2   |  4345.0  |  2674.64 |  4333.7  |  5351.56 |   5247.60|
|      1   |  4374.5  |  2680.26 |  4363.2  |  5362.80 |      0.00|
|__________|__________|__________|__________|__________|__________|
|(1)Measured Depth is Cable Depth Referenced to Schlumberger Zero.|
|(2)TVD is referenced to SRD (5)                                  |
|(3)TW Transit time with respect to SRD(5) corrected for Deviation|
|(4)Interval Velocity corrected for Deviation.                    |
|(5)SRD is Seismic Reference Depth.                               |
|__________|__________|__________|__________|__________|__________|
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 _________________________________________________________________ 
|                                                                 |
|                    VSP STACK SUMMARY LISTING                    |
|                                                                 |
|   Gun and Hydrophone Coordinates:                               |
|                                                                 |
|       Gun Azimuth                                  0.0  DEG     |
|       Gun Offset                                  49.0  M       |
|       Gun Depth        From Schlumberger Zero     13.3  M       |
|       Hydrophone Depth From Schlumberger Zero     13.3  M       |
|                                                                 |
|       SRD Depth        From Schlumberger Zero     11.3  M       |
|                                                                 |
|   Other VSP constants:                                          |
|                                                                 |
|       True Vertical Time Correction              YES            |
|       Surface Velocity                          1524.00 M/S     |
|                                                                 |
|_________________________________________________________________|
|  Stack   | Measured | Measured |True Vert.|Corrected | Interval |
|  number  |  Depth   |Trans Time|Depth from|Trans Time| Velocity |
|          |   (1)    |          | SRD (2)  |   (3)    |   (4)    |
|          |   (M )   |   (MS)   |    (M )  |   (MS)   |   (M/S)  |
|__________|__________|__________|__________|__________|__________|
|     12   |  3940.0  |  2590.31 |  3928.7  |  2591.42 |   5753.81|
|     11   |  3980.0  |  2597.26 |  3968.7  |  2598.37 |   4779.04|
|     10   |  4020.0  |  2605.62 |  4008.7  |  2606.74 |   3640.59|
|      9   |  4055.1  |  2615.26 |  4043.8  |  2616.38 |   4355.58|
|      8   |  4090.0  |  2623.27 |  4078.7  |  2624.40 |   5013.10|
|      7   |  4125.0  |  2630.25 |  4113.7  |  2631.38 |   4271.00|
|      6   |  4165.0  |  2639.61 |  4153.7  |  2640.74 |   4974.98|
|      5   |  4215.0  |  2649.66 |  4203.7  |  2650.79 |   6049.77|
|      4   |  4255.0  |  2656.27 |  4243.7  |  2657.41 |   4556.19|
|      3   |  4305.1  |  2667.26 |  4293.8  |  2668.40 |   5408.73|
|      2   |  4345.0  |  2674.64 |  4333.7  |  2675.78 |   5247.60|
|      1   |  4374.5  |  2680.26 |  4363.2  |  2681.40 |      0.00|
|__________|__________|__________|__________|__________|__________|
|(1)Measured Depth is Cable Depth Referenced to Schlumberger Zero.|
|(2)TVD is referenced to SRD (5)                                  |
|(3)Transit time with respect to SRD(5) corrected for Deviation.  |
|(4)Interval Velocity corrected for Deviation.                    |
|(5)SRD is Seismic Reference Depth.                               |
|__________|__________|__________|__________|__________|__________|

 _________________________________________________________________ 
|                                                                 |
|       VSP STACK SUMMARY LISTING (TWO WAY CORRECTED TIMES)       |
|                                                                 |
|   Gun and Hydrophone Coordinates:                               |
|                                                                 |
|       Gun Azimuth                                  0.0  DEG     |
|       Gun Offset                                  49.0  M       |
|       Gun Depth        From Schlumberger Zero     13.3  M       |
|       Hydrophone Depth From Schlumberger Zero     13.3  M       |
|                                                                 |
|       SRD Depth        From Schlumberger Zero     11.3  M       |
|                                                                 |
|   Other VSP constants:                                          |
|                                                                 |
|       True Vertical Time Correction              YES            |
|       Surface Velocity                          1524.00 M/S     |
|                                                                 |
|_________________________________________________________________|
|  Stack   | Measured | Measured |True Vert.|Corrected | Interval |
|  number  |  Depth   |Trans Time|Depth from|Trans Time| Velocity |
|          |   (1)    |          | SRD (2)  |   (3)    |   (4)    |
|          |   (M )   |   (MS)   |    (M )  |   (MS)   |   (M/S)  |
|__________|__________|__________|__________|__________|__________|
|     12   |  3940.0  |  2590.31 |  3928.7  |  5182.84 |   5753.81|
|     11   |  3980.0  |  2597.26 |  3968.7  |  5196.74 |   4779.04|
|     10   |  4020.0  |  2605.62 |  4008.7  |  5213.48 |   3640.59|
|      9   |  4055.1  |  2615.26 |  4043.8  |  5232.77 |   4355.58|
|      8   |  4090.0  |  2623.27 |  4078.7  |  5248.79 |   5013.10|
|      7   |  4125.0  |  2630.25 |  4113.7  |  5262.75 |   4271.00|
|      6   |  4165.0  |  2639.61 |  4153.7  |  5281.49 |   4974.98|
|      5   |  4215.0  |  2649.66 |  4203.7  |  5301.59 |   6049.77|
|      4   |  4255.0  |  2656.27 |  4243.7  |  5314.81 |   4556.19|
|      3   |  4305.1  |  2667.26 |  4293.8  |  5336.80 |   5408.73|
|      2   |  4345.0  |  2674.64 |  4333.7  |  5351.56 |   5247.60|
|      1   |  4374.5  |  2680.26 |  4363.2  |  5362.80 |      0.00|
|__________|__________|__________|__________|__________|__________|
|(1)Measured Depth is Cable Depth Referenced to Schlumberger Zero.|
|(2)TVD is referenced to SRD (5)                                  |
|(3)TW Transit time with respect to SRD(5) corrected for Deviation|
|(4)Interval Velocity corrected for Deviation.                    |
|(5)SRD is Seismic Reference Depth.                               |
|__________|__________|__________|__________|__________|__________|
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 _________________________________________________________________ 
|                                                                 |
|                    VSP STACK SUMMARY LISTING                    |
|                                                                 |
|   Gun and Hydrophone Coordinates:                               |
|                                                                 |
|       Gun Azimuth                                  0.0  DEG     |
|       Gun Offset                                  49.0  M       |
|       Gun Depth        From Schlumberger Zero     13.3  M       |
|       Hydrophone Depth From Schlumberger Zero     13.3  M       |
|                                                                 |
|       SRD Depth        From Schlumberger Zero     11.3  M       |
|                                                                 |
|   Other VSP constants:                                          |
|                                                                 |
|       True Vertical Time Correction              YES            |
|       Surface Velocity                          1524.00 M/S     |
|                                                                 |
|_________________________________________________________________|
|  Stack   | Measured | Measured |True Vert.|Corrected | Interval |
|  number  |  Depth   |Trans Time|Depth from|Trans Time| Velocity |
|          |   (1)    |          | SRD (2)  |   (3)    |   (4)    |
|          |   (M )   |   (MS)   |    (M )  |   (MS)   |   (M/S)  |
|__________|__________|__________|__________|__________|__________|
|     12   |  3940.0  |  2590.31 |  3928.7  |  2591.42 |   5753.81|
|     11   |  3980.0  |  2597.26 |  3968.7  |  2598.37 |   4779.04|
|     10   |  4020.0  |  2605.62 |  4008.7  |  2606.74 |   3640.59|
|      9   |  4055.1  |  2615.26 |  4043.8  |  2616.38 |   4355.58|
|      8   |  4090.0  |  2623.27 |  4078.7  |  2624.40 |   5013.10|
|      7   |  4125.0  |  2630.25 |  4113.7  |  2631.38 |   4271.00|
|      6   |  4165.0  |  2639.61 |  4153.7  |  2640.74 |   4974.98|
|      5   |  4215.0  |  2649.66 |  4203.7  |  2650.79 |   6049.77|
|      4   |  4255.0  |  2656.27 |  4243.7  |  2657.41 |   4556.19|
|      3   |  4305.1  |  2667.26 |  4293.8  |  2668.40 |   5408.73|
|      2   |  4345.0  |  2674.64 |  4333.7  |  2675.78 |   5247.60|
|      1   |  4374.5  |  2680.26 |  4363.2  |  2681.40 |      0.00|
|__________|__________|__________|__________|__________|__________|
|(1)Measured Depth is Cable Depth Referenced to Schlumberger Zero.|
|(2)TVD is referenced to SRD (5)                                  |
|(3)Transit time with respect to SRD(5) corrected for Deviation.  |
|(4)Interval Velocity corrected for Deviation.                    |
|(5)SRD is Seismic Reference Depth.                               |
|__________|__________|__________|__________|__________|__________|

 _________________________________________________________________ 
|                                                                 |
|       VSP STACK SUMMARY LISTING (TWO WAY CORRECTED TIMES)       |
|                                                                 |
|   Gun and Hydrophone Coordinates:                               |
|                                                                 |
|       Gun Azimuth                                  0.0  DEG     |
|       Gun Offset                                  49.0  M       |
|       Gun Depth        From Schlumberger Zero     13.3  M       |
|       Hydrophone Depth From Schlumberger Zero     13.3  M       |
|                                                                 |
|       SRD Depth        From Schlumberger Zero     11.3  M       |
|                                                                 |
|   Other VSP constants:                                          |
|                                                                 |
|       True Vertical Time Correction              YES            |
|       Surface Velocity                          1524.00 M/S     |
|                                                                 |
|_________________________________________________________________|
|  Stack   | Measured | Measured |True Vert.|Corrected | Interval |
|  number  |  Depth   |Trans Time|Depth from|Trans Time| Velocity |
|          |   (1)    |          | SRD (2)  |   (3)    |   (4)    |
|          |   (M )   |   (MS)   |    (M )  |   (MS)   |   (M/S)  |
|__________|__________|__________|__________|__________|__________|
|     12   |  3940.0  |  2590.31 |  3928.7  |  5182.84 |   5753.81|
|     11   |  3980.0  |  2597.26 |  3968.7  |  5196.74 |   4779.04|
|     10   |  4020.0  |  2605.62 |  4008.7  |  5213.48 |   3640.59|
|      9   |  4055.1  |  2615.26 |  4043.8  |  5232.77 |   4355.58|
|      8   |  4090.0  |  2623.27 |  4078.7  |  5248.79 |   5013.10|
|      7   |  4125.0  |  2630.25 |  4113.7  |  5262.75 |   4271.00|
|      6   |  4165.0  |  2639.61 |  4153.7  |  5281.49 |   4974.98|
|      5   |  4215.0  |  2649.66 |  4203.7  |  5301.59 |   6049.77|
|      4   |  4255.0  |  2656.27 |  4243.7  |  5314.81 |   4556.19|
|      3   |  4305.1  |  2667.26 |  4293.8  |  5336.80 |   5408.73|
|      2   |  4345.0  |  2674.64 |  4333.7  |  5351.56 |   5247.60|
|      1   |  4374.5  |  2680.26 |  4363.2  |  5362.80 |      0.00|
|__________|__________|__________|__________|__________|__________|
|(1)Measured Depth is Cable Depth Referenced to Schlumberger Zero.|
|(2)TVD is referenced to SRD (5)                                  |
|(3)TW Transit time with respect to SRD(5) corrected for Deviation|
|(4)Interval Velocity corrected for Deviation.                    |
|(5)SRD is Seismic Reference Depth.                               |
|__________|__________|__________|__________|__________|__________|
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 _________________________________________________________________ 
|                                                                 |
|                    VSP STACK SUMMARY LISTING                    |
|                                                                 |
|   Gun and Hydrophone Coordinates:                               |
|                                                                 |
|       Gun Azimuth                                  0.0  DEG     |
|       Gun Offset                                  49.0  M       |
|       Gun Depth        From Schlumberger Zero     13.3  M       |
|       Hydrophone Depth From Schlumberger Zero     13.3  M       |
|                                                                 |
|       SRD Depth        From Schlumberger Zero     11.3  M       |
|                                                                 |
|   Other VSP constants:                                          |
|                                                                 |
|       True Vertical Time Correction              YES            |
|       Surface Velocity                          1524.00 M/S     |
|                                                                 |
|_________________________________________________________________|
|  Stack   | Measured | Measured |True Vert.|Corrected | Interval |
|  number  |  Depth   |Trans Time|Depth from|Trans Time| Velocity |
|          |   (1)    |          | SRD (2)  |   (3)    |   (4)    |
|          |   (M )   |   (MS)   |    (M )  |   (MS)   |   (M/S)  |
|__________|__________|__________|__________|__________|__________|
|     12   |  3940.0  |  2590.31 |  3928.7  |  2591.42 |   5753.81|
|     11   |  3980.0  |  2597.26 |  3968.7  |  2598.37 |   4779.04|
|     10   |  4020.0  |  2605.62 |  4008.7  |  2606.74 |   3640.59|
|      9   |  4055.1  |  2615.26 |  4043.8  |  2616.38 |   4355.58|
|      8   |  4090.0  |  2623.27 |  4078.7  |  2624.40 |   5013.10|
|      7   |  4125.0  |  2630.25 |  4113.7  |  2631.38 |   4271.00|
|      6   |  4165.0  |  2639.61 |  4153.7  |  2640.74 |   4974.98|
|      5   |  4215.0  |  2649.66 |  4203.7  |  2650.79 |   6049.77|
|      4   |  4255.0  |  2656.27 |  4243.7  |  2657.41 |   4556.19|
|      3   |  4305.1  |  2667.26 |  4293.8  |  2668.40 |   5408.73|
|      2   |  4345.0  |  2674.64 |  4333.7  |  2675.78 |   5247.60|
|      1   |  4374.5  |  2680.26 |  4363.2  |  2681.40 |      0.00|
|__________|__________|__________|__________|__________|__________|
|(1)Measured Depth is Cable Depth Referenced to Schlumberger Zero.|
|(2)TVD is referenced to SRD (5)                                  |
|(3)Transit time with respect to SRD(5) corrected for Deviation.  |
|(4)Interval Velocity corrected for Deviation.                    |
|(5)SRD is Seismic Reference Depth.                               |
|__________|__________|__________|__________|__________|__________|

 _________________________________________________________________ 
|                                                                 |
|       VSP STACK SUMMARY LISTING (TWO WAY CORRECTED TIMES)       |
|                                                                 |
|   Gun and Hydrophone Coordinates:                               |
|                                                                 |
|       Gun Azimuth                                  0.0  DEG     |
|       Gun Offset                                  49.0  M       |
|       Gun Depth        From Schlumberger Zero     13.3  M       |
|       Hydrophone Depth From Schlumberger Zero     13.3  M       |
|                                                                 |
|       SRD Depth        From Schlumberger Zero     11.3  M       |
|                                                                 |
|   Other VSP constants:                                          |
|                                                                 |
|       True Vertical Time Correction              YES            |
|       Surface Velocity                          1524.00 M/S     |
|                                                                 |
|_________________________________________________________________|
|  Stack   | Measured | Measured |True Vert.|Corrected | Interval |
|  number  |  Depth   |Trans Time|Depth from|Trans Time| Velocity |
|          |   (1)    |          | SRD (2)  |   (3)    |   (4)    |
|          |   (M )   |   (MS)   |    (M )  |   (MS)   |   (M/S)  |
|__________|__________|__________|__________|__________|__________|
|     12   |  3940.0  |  2590.31 |  3928.7  |  5182.84 |   5753.81|
|     11   |  3980.0  |  2597.26 |  3968.7  |  5196.74 |   4779.04|
|     10   |  4020.0  |  2605.62 |  4008.7  |  5213.48 |   3640.59|
|      9   |  4055.1  |  2615.26 |  4043.8  |  5232.77 |   4355.58|
|      8   |  4090.0  |  2623.27 |  4078.7  |  5248.79 |   5013.10|
|      7   |  4125.0  |  2630.25 |  4113.7  |  5262.75 |   4271.00|
|      6   |  4165.0  |  2639.61 |  4153.7  |  5281.49 |   4974.98|
|      5   |  4215.0  |  2649.66 |  4203.7  |  5301.59 |   6049.77|
|      4   |  4255.0  |  2656.27 |  4243.7  |  5314.81 |   4556.19|
|      3   |  4305.1  |  2667.26 |  4293.8  |  5336.80 |   5408.73|
|      2   |  4345.0  |  2674.64 |  4333.7  |  5351.56 |   5247.60|
|      1   |  4374.5  |  2680.26 |  4363.2  |  5362.80 |      0.00|
|__________|__________|__________|__________|__________|__________|
|(1)Measured Depth is Cable Depth Referenced to Schlumberger Zero.|
|(2)TVD is referenced to SRD (5)                                  |
|(3)TW Transit time with respect to SRD(5) corrected for Deviation|
|(4)Interval Velocity corrected for Deviation.                    |
|(5)SRD is Seismic Reference Depth.                               |
|__________|__________|__________|__________|__________|__________|

          
          

          
          

          



(MS)

SeisWfPlot (SeisWfPlot)

2400 4500

WSTA   Depth = 4090.0 M  , Transit Time = 2623.27 ms

S1, pp= 58913 bits = 8989.6846 mV, Gain = 1, Break= 10.73 ms

Band Pass Filter = OFF-OFF  Blanking Time = 2400 ms

Source Offset  Distance = 49.0 M     Azimuth = 0.0  DEG

STACK # 8   30-Dec-2002-09:19   Shots: 125-126-127-128-129-130-131

DZ1, pp= 49333 bits = 1881.9619 mV, Gain = 4, Break= 2626.00 ms

WSTA   Depth = 4055.1 M  , Transit Time = 2615.26 ms

(MS)

SeisWfPlot (SeisWfPlot)

2400 4500

S1, pp= 59137 bits = 9023.8652 mV, Gain = 1, Break= 10.74 ms

Band Pass Filter = OFF-OFF  Blanking Time = 2400 ms

Source Offset  Distance = 49.0 M     Azimuth = 0.0  DEG

STACK # 9   30-Dec-2002-09:24   Shots: 132-133-134-135-136-137-138

DZ1, pp= 65534 bits = 2499.9998 mV, Gain = 4, Break= 2617.00 ms

WSTA   Depth = 4020.0 M  , Transit Time = 2605.62 ms

S1, pp= 59976 bits = 9151.8906 mV, Gain = 1, Break= 11.38 ms

WSTA   Depth = 4055.1 M  , Transit Time = 2615.26 ms

(MS)

SeisWfPlot (SeisWfPlot)

2400 4500

Band Pass Filter = OFF-OFF  Blanking Time = 2400 ms

Source Offset  Distance = 49.0 M     Azimuth = 0.0  DEG

STACK # 10   30-Dec-2002-09:33   Shots: 140-141-142-145-146-147-148-149-150

DZ1, pp= 57958 bits = 2210.9895 mV, Gain = 4, Break= 2608.00 ms

WSTA   Depth = 3980.0 M  , Transit Time = 2597.26 ms

S1, pp= 59764 bits = 9119.5410 mV, Gain = 1, Break= 10.74 ms

S1, pp= 59976 bits = 9151.8906 mV, Gain = 1, Break= 11.38 ms

VSP PROCESSING

Data Corrected to SRD and TVD

Input data filtered from 5 to 120 Hz

One Way Time Scale Plot

SEG Reverse Polarity

TAR = DATA(I)*I**1.200 

 Z-AXIS Processed

OP System Version: 10C0-306
MCM

WSTA-A 10C0-306

OP System Version: 10C0-306
MCM

WSTA-A 10C0-306

(MS)

Depth
(PDE)
(M)

VspHBTA (VspHBTA)

2400 4400

3928.7

2400 2480 2560 2640 2720 2800
Transit Time (MS)

48
00
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 _________________________________________________________________ 
|                                                                 |
|                    VSP STACK SUMMARY LISTING                    |
|                                                                 |
|   Gun and Hydrophone Coordinates:                               |
|                                                                 |
|       Gun Azimuth                                  0.0  DEG     |
|       Gun Offset                                  49.0  M       |
|       Gun Depth        From Schlumberger Zero     13.3  M       |
|       Hydrophone Depth From Schlumberger Zero     13.3  M       |
|                                                                 |
|       SRD Depth        From Schlumberger Zero     11.3  M       |
|                                                                 |
|   Other VSP constants:                                          |
|                                                                 |
|       True Vertical Time Correction              YES            |
|       Surface Velocity                          1524.00 M/S     |
|                                                                 |
|_________________________________________________________________|
|  Stack   | Measured | Measured |True Vert.|Corrected | Interval |
|  number  |  Depth   |Trans Time|Depth from|Trans Time| Velocity |
|          |   (1)    |          | SRD (2)  |   (3)    |   (4)    |
|          |   (M )   |   (MS)   |    (M )  |   (MS)   |   (M/S)  |
|__________|__________|__________|__________|__________|__________|
|     12   |  3940.0  |  2590.31 |  3928.7  |  2591.42 |   5753.81|
|     11   |  3980.0  |  2597.26 |  3968.7  |  2598.37 |   4779.04|
|     10   |  4020.0  |  2605.62 |  4008.7  |  2606.74 |   3640.59|
|      9   |  4055.1  |  2615.26 |  4043.8  |  2616.38 |   4355.58|
|      8   |  4090.0  |  2623.27 |  4078.7  |  2624.40 |   5013.10|
|      7   |  4125.0  |  2630.25 |  4113.7  |  2631.38 |   4271.00|
|      6   |  4165.0  |  2639.61 |  4153.7  |  2640.74 |   4974.98|
|      5   |  4215.0  |  2649.66 |  4203.7  |  2650.79 |   6049.77|
|      4   |  4255.0  |  2656.27 |  4243.7  |  2657.41 |   4556.19|
|      3   |  4305.1  |  2667.26 |  4293.8  |  2668.40 |   5408.73|
|      2   |  4345.0  |  2674.64 |  4333.7  |  2675.78 |   5247.60|
|      1   |  4374.5  |  2680.26 |  4363.2  |  2681.40 |      0.00|
|__________|__________|__________|__________|__________|__________|
|(1)Measured Depth is Cable Depth Referenced to Schlumberger Zero.|
|(2)TVD is referenced to SRD (5)                                  |
|(3)Transit time with respect to SRD(5) corrected for Deviation.  |
|(4)Interval Velocity corrected for Deviation.                    |
|(5)SRD is Seismic Reference Depth.                               |
|__________|__________|__________|__________|__________|__________|

 _________________________________________________________________ 
|                                                                 |
|       VSP STACK SUMMARY LISTING (TWO WAY CORRECTED TIMES)       |
|                                                                 |
|   Gun and Hydrophone Coordinates:                               |
|                                                                 |
|       Gun Azimuth                                  0.0  DEG     |
|       Gun Offset                                  49.0  M       |
|       Gun Depth        From Schlumberger Zero     13.3  M       |
|       Hydrophone Depth From Schlumberger Zero     13.3  M       |
|                                                                 |
|       SRD Depth        From Schlumberger Zero     11.3  M       |
|                                                                 |
|   Other VSP constants:                                          |
|                                                                 |
|       True Vertical Time Correction              YES            |
|       Surface Velocity                          1524.00 M/S     |
|                                                                 |
|_________________________________________________________________|
|  Stack   | Measured | Measured |True Vert.|Corrected | Interval |
|  number  |  Depth   |Trans Time|Depth from|Trans Time| Velocity |
|          |   (1)    |          | SRD (2)  |   (3)    |   (4)    |
|          |   (M )   |   (MS)   |    (M )  |   (MS)   |   (M/S)  |
|__________|__________|__________|__________|__________|__________|
|     12   |  3940.0  |  2590.31 |  3928.7  |  5182.84 |   5753.81|
|     11   |  3980.0  |  2597.26 |  3968.7  |  5196.74 |   4779.04|
|     10   |  4020.0  |  2605.62 |  4008.7  |  5213.48 |   3640.59|
|      9   |  4055.1  |  2615.26 |  4043.8  |  5232.77 |   4355.58|
|      8   |  4090.0  |  2623.27 |  4078.7  |  5248.79 |   5013.10|
|      7   |  4125.0  |  2630.25 |  4113.7  |  5262.75 |   4271.00|
|      6   |  4165.0  |  2639.61 |  4153.7  |  5281.49 |   4974.98|
|      5   |  4215.0  |  2649.66 |  4203.7  |  5301.59 |   6049.77|
|      4   |  4255.0  |  2656.27 |  4243.7  |  5314.81 |   4556.19|
|      3   |  4305.1  |  2667.26 |  4293.8  |  5336.80 |   5408.73|
|      2   |  4345.0  |  2674.64 |  4333.7  |  5351.56 |   5247.60|
|      1   |  4374.5  |  2680.26 |  4363.2  |  5362.80 |      0.00|
|__________|__________|__________|__________|__________|__________|
|(1)Measured Depth is Cable Depth Referenced to Schlumberger Zero.|
|(2)TVD is referenced to SRD (5)                                  |
|(3)TW Transit time with respect to SRD(5) corrected for Deviation|
|(4)Interval Velocity corrected for Deviation.                    |
|(5)SRD is Seismic Reference Depth.                               |
|__________|__________|__________|__________|__________|__________|

          
          

          
          

          



(MS)

SeisWfPlot (SeisWfPlot)

2400 4500

SeisWfPlot (SeisWfPlot)

DZ1, pp= 56875 bits = 2169.6753 mV, Gain = 4, Break= 2651.00 ms

WSTA   Depth = 4165.0 M  , Transit Time = 2639.61 ms

S1, pp= 60045 bits = 9162.4189 mV, Gain = 1, Break= 11.39 ms

Band Pass Filter = OFF-OFF  Blanking Time = 2400 ms

Source Offset  Distance = 49.0 M     Azimuth = 0.0  DEG

STACK # 6   30-Dec-2002-09:05   Shots: 108-109-110-111-112-113-114

DZ1, pp= 52538 bits = 2004.2267 mV, Gain = 4, Break= 2641.00 ms

(MS)

SeisWfPlot (SeisWfPlot)

2400 4500

WSTA   Depth = 4125.0 M  , Transit Time = 2630.25 ms

S1, pp= 59268 bits = 9043.8545 mV, Gain = 1, Break= 10.75 ms

Band Pass Filter = OFF-OFF  Blanking Time = 2400 ms

Source Offset  Distance = 49.0 M     Azimuth = 0.0  DEG

STACK # 7   30-Dec-2002-09:13   Shots: 117-118-120-121-122-123-124

DZ1, pp= 43485 bits = 1658.8717 mV, Gain = 4, Break= 2634.00 ms

DZ1, pp= 52538 bits = 2004.2267 mV, Gain = 4, Break= 2641.00 ms

(MS)

SeisWfPlot (SeisWfPlot)

2400 4500

WSTA   Depth = 4090.0 M  , Transit Time = 2623.27 ms

S1, pp= 58913 bits = 8989.6846 mV, Gain = 1, Break= 10.73 ms

Band Pass Filter = OFF-OFF  Blanking Time = 2400 ms

Source Offset  Distance = 49.0 M     Azimuth = 0.0  DEG

STACK # 8   30-Dec-2002-09:19   Shots: 125-126-127-128-129-130-131

DZ1, pp= 49333 bits = 1881.9619 mV, Gain = 4, Break= 2626.00 ms

WSTA   Depth = 4055.1 M  , Transit Time = 2615.26 ms

VSP PROCESSING

Data Corrected to SRD and TVD

Input data filtered from 5 to 120 Hz

One Way Time Scale Plot

SEG Reverse Polarity

TAR = DATA(I)*I**1.200 

 Z-AXIS Processed

OP System Version: 10C0-306
MCM

WSTA-A 10C0-306

OP System Version: 10C0-306
MCM

WSTA-A 10C0-306

(MS)

Depth
(PDE)
(M)

VspHBTA (VspHBTA)

2400 4400

3928.7

2400 2480 2560 2640 2720 2800
Transit Time (MS)

48
00
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 _________________________________________________________________ 
|                                                                 |
|                    VSP STACK SUMMARY LISTING                    |
|                                                                 |
|   Gun and Hydrophone Coordinates:                               |
|                                                                 |
|       Gun Azimuth                                  0.0  DEG     |
|       Gun Offset                                  49.0  M       |
|       Gun Depth        From Schlumberger Zero     13.3  M       |
|       Hydrophone Depth From Schlumberger Zero     13.3  M       |
|                                                                 |
|       SRD Depth        From Schlumberger Zero     11.3  M       |
|                                                                 |
|   Other VSP constants:                                          |
|                                                                 |
|       True Vertical Time Correction              YES            |
|       Surface Velocity                          1524.00 M/S     |
|                                                                 |
|_________________________________________________________________|
|  Stack   | Measured | Measured |True Vert.|Corrected | Interval |
|  number  |  Depth   |Trans Time|Depth from|Trans Time| Velocity |
|          |   (1)    |          | SRD (2)  |   (3)    |   (4)    |
|          |   (M )   |   (MS)   |    (M )  |   (MS)   |   (M/S)  |
|__________|__________|__________|__________|__________|__________|
|     12   |  3940.0  |  2590.31 |  3928.7  |  2591.42 |   5753.81|
|     11   |  3980.0  |  2597.26 |  3968.7  |  2598.37 |   4779.04|
|     10   |  4020.0  |  2605.62 |  4008.7  |  2606.74 |   3640.59|
|      9   |  4055.1  |  2615.26 |  4043.8  |  2616.38 |   4355.58|
|      8   |  4090.0  |  2623.27 |  4078.7  |  2624.40 |   5013.10|
|      7   |  4125.0  |  2630.25 |  4113.7  |  2631.38 |   4271.00|
|      6   |  4165.0  |  2639.61 |  4153.7  |  2640.74 |   4974.98|
|      5   |  4215.0  |  2649.66 |  4203.7  |  2650.79 |   6049.77|
|      4   |  4255.0  |  2656.27 |  4243.7  |  2657.41 |   4556.19|
|      3   |  4305.1  |  2667.26 |  4293.8  |  2668.40 |   5408.73|
|      2   |  4345.0  |  2674.64 |  4333.7  |  2675.78 |   5247.60|
|      1   |  4374.5  |  2680.26 |  4363.2  |  2681.40 |      0.00|
|__________|__________|__________|__________|__________|__________|
|(1)Measured Depth is Cable Depth Referenced to Schlumberger Zero.|
|(2)TVD is referenced to SRD (5)                                  |
|(3)Transit time with respect to SRD(5) corrected for Deviation.  |
|(4)Interval Velocity corrected for Deviation.                    |
|(5)SRD is Seismic Reference Depth.                               |
|__________|__________|__________|__________|__________|__________|

 _________________________________________________________________ 
|                                                                 |
|       VSP STACK SUMMARY LISTING (TWO WAY CORRECTED TIMES)       |
|                                                                 |
|   Gun and Hydrophone Coordinates:                               |
|                                                                 |
|       Gun Azimuth                                  0.0  DEG     |
|       Gun Offset                                  49.0  M       |
|       Gun Depth        From Schlumberger Zero     13.3  M       |
|       Hydrophone Depth From Schlumberger Zero     13.3  M       |
|                                                                 |
|       SRD Depth        From Schlumberger Zero     11.3  M       |
|                                                                 |
|   Other VSP constants:                                          |
|                                                                 |
|       True Vertical Time Correction              YES            |
|       Surface Velocity                          1524.00 M/S     |
|                                                                 |
|_________________________________________________________________|
|  Stack   | Measured | Measured |True Vert.|Corrected | Interval |
|  number  |  Depth   |Trans Time|Depth from|Trans Time| Velocity |
|          |   (1)    |          | SRD (2)  |   (3)    |   (4)    |
|          |   (M )   |   (MS)   |    (M )  |   (MS)   |   (M/S)  |
|__________|__________|__________|__________|__________|__________|
|     12   |  3940.0  |  2590.31 |  3928.7  |  5182.84 |   5753.81|
|     11   |  3980.0  |  2597.26 |  3968.7  |  5196.74 |   4779.04|
|     10   |  4020.0  |  2605.62 |  4008.7  |  5213.48 |   3640.59|
|      9   |  4055.1  |  2615.26 |  4043.8  |  5232.77 |   4355.58|
|      8   |  4090.0  |  2623.27 |  4078.7  |  5248.79 |   5013.10|
|      7   |  4125.0  |  2630.25 |  4113.7  |  5262.75 |   4271.00|
|      6   |  4165.0  |  2639.61 |  4153.7  |  5281.49 |   4974.98|
|      5   |  4215.0  |  2649.66 |  4203.7  |  5301.59 |   6049.77|
|      4   |  4255.0  |  2656.27 |  4243.7  |  5314.81 |   4556.19|
|      3   |  4305.1  |  2667.26 |  4293.8  |  5336.80 |   5408.73|
|      2   |  4345.0  |  2674.64 |  4333.7  |  5351.56 |   5247.60|
|      1   |  4374.5  |  2680.26 |  4363.2  |  5362.80 |      0.00|
|__________|__________|__________|__________|__________|__________|
|(1)Measured Depth is Cable Depth Referenced to Schlumberger Zero.|
|(2)TVD is referenced to SRD (5)                                  |
|(3)TW Transit time with respect to SRD(5) corrected for Deviation|
|(4)Interval Velocity corrected for Deviation.                    |
|(5)SRD is Seismic Reference Depth.                               |
|__________|__________|__________|__________|__________|__________|

          
          

          
          

          



(MS)

SeisWfPlot (SeisWfPlot)

2400 4500

DZ1, pp= 50939 bits = 1943.2279 mV, Gain = 4, Break= 2667.00 ms

WSTA   Depth = 4255.0 M  , Transit Time = 2656.27 ms

S1, pp= 59362 bits = 9058.1982 mV, Gain = 1, Break= 10.73 ms

Band Pass Filter = OFF-OFF  Blanking Time = 2400 ms

Source Offset  Distance = 49.0 M     Azimuth = 0.0  DEG

STACK # 4   30-Dec-2002-08:48   Shots: 89-90-91-92-93-94-95

STACK # 3   30-Dec-2002-08:41   Shots: 78-80-81-84-85-87-88

(MS)

(MS)

SeisWfPlot (SeisWfPlot)

2400 4500

SeisWfPlot (SeisWfPlot)

2400 4500

DZ1, pp= 62452 bits = 2382.4272 mV, Gain = 4, Break= 2661.00 ms

WSTA   Depth = 4215.0 M  , Transit Time = 2649.66 ms

S1, pp= 60504 bits = 9232.4590 mV, Gain = 1, Break= 11.34 ms

Band Pass Filter = OFF-OFF  Blanking Time = 2400 ms

Source Offset  Distance = 49.0 M     Azimuth = 0.0  DEG

STACK # 5   30-Dec-2002-08:55   Shots: 98-99-100-101-102-103-104

(MS)

SeisWfPlot (SeisWfPlot)

2400 4500

SeisWfPlot (SeisWfPlot)

DZ1, pp= 56875 bits = 2169.6753 mV, Gain = 4, Break= 2651.00 ms

WSTA   Depth = 4165.0 M  , Transit Time = 2639.61 ms

S1, pp= 60045 bits = 9162.4189 mV, Gain = 1, Break= 11.39 ms

Band Pass Filter = OFF-OFF  Blanking Time = 2400 ms

Source Offset  Distance = 49.0 M     Azimuth = 0.0  DEG

STACK # 6   30-Dec-2002-09:05   Shots: 108-109-110-111-112-113-114

DZ1, pp= 52538 bits = 2004.2267 mV, Gain = 4, Break= 2641.00 ms

VSP PROCESSING

Data Corrected to SRD and TVD

Input data filtered from 5 to 120 Hz

One Way Time Scale Plot

SEG Reverse Polarity

TAR = DATA(I)*I**1.200 

 Z-AXIS Processed

OP System Version: 10C0-306
MCM

WSTA-A 10C0-306

OP System Version: 10C0-306
MCM

WSTA-A 10C0-306

(MS)

Depth
(PDE)
(M)

VspHBTA (VspHBTA)

2400 4400

3928.7

2400 2480 2560 2640 2720 2800
Transit Time (MS)

48
00
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 _________________________________________________________________ 
|                                                                 |
|                    VSP STACK SUMMARY LISTING                    |
|                                                                 |
|   Gun and Hydrophone Coordinates:                               |
|                                                                 |
|       Gun Azimuth                                  0.0  DEG     |
|       Gun Offset                                  49.0  M       |
|       Gun Depth        From Schlumberger Zero     13.3  M       |
|       Hydrophone Depth From Schlumberger Zero     13.3  M       |
|                                                                 |
|       SRD Depth        From Schlumberger Zero     11.3  M       |
|                                                                 |
|   Other VSP constants:                                          |
|                                                                 |
|       True Vertical Time Correction              YES            |
|       Surface Velocity                          1524.00 M/S     |
|                                                                 |
|_________________________________________________________________|
|  Stack   | Measured | Measured |True Vert.|Corrected | Interval |
|  number  |  Depth   |Trans Time|Depth from|Trans Time| Velocity |
|          |   (1)    |          | SRD (2)  |   (3)    |   (4)    |
|          |   (M )   |   (MS)   |    (M )  |   (MS)   |   (M/S)  |
|__________|__________|__________|__________|__________|__________|
|     12   |  3940.0  |  2590.31 |  3928.7  |  2591.42 |   5753.81|
|     11   |  3980.0  |  2597.26 |  3968.7  |  2598.37 |   4779.04|
|     10   |  4020.0  |  2605.62 |  4008.7  |  2606.74 |   3640.59|
|      9   |  4055.1  |  2615.26 |  4043.8  |  2616.38 |   4355.58|
|      8   |  4090.0  |  2623.27 |  4078.7  |  2624.40 |   5013.10|
|      7   |  4125.0  |  2630.25 |  4113.7  |  2631.38 |   4271.00|
|      6   |  4165.0  |  2639.61 |  4153.7  |  2640.74 |   4974.98|
|      5   |  4215.0  |  2649.66 |  4203.7  |  2650.79 |   6049.77|
|      4   |  4255.0  |  2656.27 |  4243.7  |  2657.41 |   4556.19|
|      3   |  4305.1  |  2667.26 |  4293.8  |  2668.40 |   5408.73|
|      2   |  4345.0  |  2674.64 |  4333.7  |  2675.78 |   5247.60|
|      1   |  4374.5  |  2680.26 |  4363.2  |  2681.40 |      0.00|
|__________|__________|__________|__________|__________|__________|
|(1)Measured Depth is Cable Depth Referenced to Schlumberger Zero.|
|(2)TVD is referenced to SRD (5)                                  |
|(3)Transit time with respect to SRD(5) corrected for Deviation.  |
|(4)Interval Velocity corrected for Deviation.                    |
|(5)SRD is Seismic Reference Depth.                               |
|__________|__________|__________|__________|__________|__________|

 _________________________________________________________________ 
|                                                                 |
|       VSP STACK SUMMARY LISTING (TWO WAY CORRECTED TIMES)       |
|                                                                 |
|   Gun and Hydrophone Coordinates:                               |
|                                                                 |
|       Gun Azimuth                                  0.0  DEG     |
|       Gun Offset                                  49.0  M       |
|       Gun Depth        From Schlumberger Zero     13.3  M       |
|       Hydrophone Depth From Schlumberger Zero     13.3  M       |
|                                                                 |
|       SRD Depth        From Schlumberger Zero     11.3  M       |
|                                                                 |
|   Other VSP constants:                                          |
|                                                                 |
|       True Vertical Time Correction              YES            |
|       Surface Velocity                          1524.00 M/S     |
|                                                                 |
|_________________________________________________________________|
|  Stack   | Measured | Measured |True Vert.|Corrected | Interval |
|  number  |  Depth   |Trans Time|Depth from|Trans Time| Velocity |
|          |   (1)    |          | SRD (2)  |   (3)    |   (4)    |
|          |   (M )   |   (MS)   |    (M )  |   (MS)   |   (M/S)  |
|__________|__________|__________|__________|__________|__________|
|     12   |  3940.0  |  2590.31 |  3928.7  |  5182.84 |   5753.81|
|     11   |  3980.0  |  2597.26 |  3968.7  |  5196.74 |   4779.04|
|     10   |  4020.0  |  2605.62 |  4008.7  |  5213.48 |   3640.59|
|      9   |  4055.1  |  2615.26 |  4043.8  |  5232.77 |   4355.58|
|      8   |  4090.0  |  2623.27 |  4078.7  |  5248.79 |   5013.10|
|      7   |  4125.0  |  2630.25 |  4113.7  |  5262.75 |   4271.00|
|      6   |  4165.0  |  2639.61 |  4153.7  |  5281.49 |   4974.98|
|      5   |  4215.0  |  2649.66 |  4203.7  |  5301.59 |   6049.77|
|      4   |  4255.0  |  2656.27 |  4243.7  |  5314.81 |   4556.19|
|      3   |  4305.1  |  2667.26 |  4293.8  |  5336.80 |   5408.73|
|      2   |  4345.0  |  2674.64 |  4333.7  |  5351.56 |   5247.60|
|      1   |  4374.5  |  2680.26 |  4363.2  |  5362.80 |      0.00|
|__________|__________|__________|__________|__________|__________|
|(1)Measured Depth is Cable Depth Referenced to Schlumberger Zero.|
|(2)TVD is referenced to SRD (5)                                  |
|(3)TW Transit time with respect to SRD(5) corrected for Deviation|
|(4)Interval Velocity corrected for Deviation.                    |
|(5)SRD is Seismic Reference Depth.                               |
|__________|__________|__________|__________|__________|__________|

          
          

          
          

          



SeisWfPlot (SeisWfPlot)

DZ1, pp= 65534 bits = 2499.9998 mV, Gain = 4, Break= 2686.00 ms

WSTA   Depth = 4345.0 M  , Transit Time = 2674.64 ms

S1, pp= 60565 bits = 9241.7676 mV, Gain = 1, Break= 11.36 ms

Band Pass Filter = OFF-OFF  Blanking Time = 2600 ms

Source Offset  Distance = 49.0 M     Azimuth = 0.0  DEG

STACK # 2   30-Dec-2002-08:31   Shots: 69-72-73-74-75-76-77

(MS)

SeisWfPlot (SeisWfPlot)

2400 4500

DZ1, pp= 65229 bits = 2488.3647 mV, Gain = 4, Break= 2678.00 ms

WSTA   Depth = 4305.1 M  , Transit Time = 2667.26 ms

S1, pp= 60620 bits = 9250.1602 mV, Gain = 1, Break= 10.74 ms

Band Pass Filter = OFF-OFF  Blanking Time = 2400 ms

Source Offset  Distance = 49.0 M     Azimuth = 0.0  DEG

STACK # 3   30-Dec-2002-08:41   Shots: 78-80-81-84-85-87-88

(MS)

SeisWfPlot (SeisWfPlot)

2400 4500

DZ1, pp= 50939 bits = 1943.2279 mV, Gain = 4, Break= 2667.00 ms

WSTA   Depth = 4255.0 M  , Transit Time = 2656.27 ms

S1, pp= 59362 bits = 9058.1982 mV, Gain = 1, Break= 10.73 ms

Band Pass Filter = OFF-OFF  Blanking Time = 2400 ms

Source Offset  Distance = 49.0 M     Azimuth = 0.0  DEG

STACK # 4   30-Dec-2002-08:48   Shots: 89-90-91-92-93-94-95

STACK # 3   30-Dec-2002-08:41   Shots: 78-80-81-84-85-87-88

VSP PROCESSING

Data Corrected to SRD and TVD

Input data filtered from 5 to 120 Hz

One Way Time Scale Plot

SEG Reverse Polarity

TAR = DATA(I)*I**1.200 

 Z-AXIS Processed

OP System Version: 10C0-306
MCM

WSTA-A 10C0-306

OP System Version: 10C0-306
MCM

WSTA-A 10C0-306

(MS)

Depth
(PDE)
(M)

VspHBTA (VspHBTA)

2400 4400

3928.7

2400 2480 2560 2640 2720 2800
Transit Time (MS)

48
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 _________________________________________________________________ 
|                                                                 |
|                    VSP STACK SUMMARY LISTING                    |
|                                                                 |
|   Gun and Hydrophone Coordinates:                               |
|                                                                 |
|       Gun Azimuth                                  0.0  DEG     |
|       Gun Offset                                  49.0  M       |
|       Gun Depth        From Schlumberger Zero     13.3  M       |
|       Hydrophone Depth From Schlumberger Zero     13.3  M       |
|                                                                 |
|       SRD Depth        From Schlumberger Zero     11.3  M       |
|                                                                 |
|   Other VSP constants:                                          |
|                                                                 |
|       True Vertical Time Correction              YES            |
|       Surface Velocity                          1524.00 M/S     |
|                                                                 |
|_________________________________________________________________|
|  Stack   | Measured | Measured |True Vert.|Corrected | Interval |
|  number  |  Depth   |Trans Time|Depth from|Trans Time| Velocity |
|          |   (1)    |          | SRD (2)  |   (3)    |   (4)    |
|          |   (M )   |   (MS)   |    (M )  |   (MS)   |   (M/S)  |
|__________|__________|__________|__________|__________|__________|
|     12   |  3940.0  |  2590.31 |  3928.7  |  2591.42 |   5753.81|
|     11   |  3980.0  |  2597.26 |  3968.7  |  2598.37 |   4779.04|
|     10   |  4020.0  |  2605.62 |  4008.7  |  2606.74 |   3640.59|
|      9   |  4055.1  |  2615.26 |  4043.8  |  2616.38 |   4355.58|
|      8   |  4090.0  |  2623.27 |  4078.7  |  2624.40 |   5013.10|
|      7   |  4125.0  |  2630.25 |  4113.7  |  2631.38 |   4271.00|
|      6   |  4165.0  |  2639.61 |  4153.7  |  2640.74 |   4974.98|
|      5   |  4215.0  |  2649.66 |  4203.7  |  2650.79 |   6049.77|
|      4   |  4255.0  |  2656.27 |  4243.7  |  2657.41 |   4556.19|
|      3   |  4305.1  |  2667.26 |  4293.8  |  2668.40 |   5408.73|
|      2   |  4345.0  |  2674.64 |  4333.7  |  2675.78 |   5247.60|
|      1   |  4374.5  |  2680.26 |  4363.2  |  2681.40 |      0.00|
|__________|__________|__________|__________|__________|__________|
|(1)Measured Depth is Cable Depth Referenced to Schlumberger Zero.|
|(2)TVD is referenced to SRD (5)                                  |
|(3)Transit time with respect to SRD(5) corrected for Deviation.  |
|(4)Interval Velocity corrected for Deviation.                    |
|(5)SRD is Seismic Reference Depth.                               |
|__________|__________|__________|__________|__________|__________|

 _________________________________________________________________ 
|                                                                 |
|       VSP STACK SUMMARY LISTING (TWO WAY CORRECTED TIMES)       |
|                                                                 |
|   Gun and Hydrophone Coordinates:                               |
|                                                                 |
|       Gun Azimuth                                  0.0  DEG     |
|       Gun Offset                                  49.0  M       |
|       Gun Depth        From Schlumberger Zero     13.3  M       |
|       Hydrophone Depth From Schlumberger Zero     13.3  M       |
|                                                                 |
|       SRD Depth        From Schlumberger Zero     11.3  M       |
|                                                                 |
|   Other VSP constants:                                          |
|                                                                 |
|       True Vertical Time Correction              YES            |
|       Surface Velocity                          1524.00 M/S     |
|                                                                 |
|_________________________________________________________________|
|  Stack   | Measured | Measured |True Vert.|Corrected | Interval |
|  number  |  Depth   |Trans Time|Depth from|Trans Time| Velocity |
|          |   (1)    |          | SRD (2)  |   (3)    |   (4)    |
|          |   (M )   |   (MS)   |    (M )  |   (MS)   |   (M/S)  |
|__________|__________|__________|__________|__________|__________|
|     12   |  3940.0  |  2590.31 |  3928.7  |  5182.84 |   5753.81|
|     11   |  3980.0  |  2597.26 |  3968.7  |  5196.74 |   4779.04|
|     10   |  4020.0  |  2605.62 |  4008.7  |  5213.48 |   3640.59|
|      9   |  4055.1  |  2615.26 |  4043.8  |  5232.77 |   4355.58|
|      8   |  4090.0  |  2623.27 |  4078.7  |  5248.79 |   5013.10|
|      7   |  4125.0  |  2630.25 |  4113.7  |  5262.75 |   4271.00|
|      6   |  4165.0  |  2639.61 |  4153.7  |  5281.49 |   4974.98|
|      5   |  4215.0  |  2649.66 |  4203.7  |  5301.59 |   6049.77|
|      4   |  4255.0  |  2656.27 |  4243.7  |  5314.81 |   4556.19|
|      3   |  4305.1  |  2667.26 |  4293.8  |  5336.80 |   5408.73|
|      2   |  4345.0  |  2674.64 |  4333.7  |  5351.56 |   5247.60|
|      1   |  4374.5  |  2680.26 |  4363.2  |  5362.80 |      0.00|
|__________|__________|__________|__________|__________|__________|
|(1)Measured Depth is Cable Depth Referenced to Schlumberger Zero.|
|(2)TVD is referenced to SRD (5)                                  |
|(3)TW Transit time with respect to SRD(5) corrected for Deviation|
|(4)Interval Velocity corrected for Deviation.                    |
|(5)SRD is Seismic Reference Depth.                               |
|__________|__________|__________|__________|__________|__________|

          
          

          
          

          



Output DLIS Files
DEFAULT SEIS_WSS_047LNP FN:59 PRODUCER 30-Dec-2002 07:05

OP System Version: 10C0-306
MCM

WSTA-A 10C0-306

 Format: SeisAxisWfPlotCsat       Vertical Scale:   0.5" per 1SAMPLES  Graphics File Created: 30-Dec-2002 07:05

(MS)

SeisWfPlot (SeisWfPlot)

800 2900

WST LOG

Company:

Well:
Field:
Country:
Ocean:

Lamont Doherty

ODP Leg 206, Site 1256D
Fast Spreading Crust
Coata Rica
Pacific Ocean

(MS)

SeisWfPlot (SeisWfPlot)

2600 4700

DZ1, pp= 63863 bits = 2436.2544 mV, Gain = 4, Break= 2691.00 ms

WSTA   Depth = 4374.5 M  , Transit Time = 2680.26 ms

S1, pp= 59461 bits = 9073.3047 mV, Gain = 1, Break= 10.74 ms

Band Pass Filter = OFF-OFF  Blanking Time = 800 ms

Source Offset  Distance = 49.0 M     Azimuth = 0.0  DEG

STACK # 1   30-Dec-2002-08:22   Shots: 57-58-59-60-61-62-66

SeisWfPlot (SeisWfPlot)

DZ1, pp= 65534 bits = 2499.9998 mV, Gain = 4, Break= 2686.00 ms

WSTA   Depth = 4345.0 M  , Transit Time = 2674.64 ms

S1, pp= 60565 bits = 9241.7676 mV, Gain = 1, Break= 11.36 ms

Band Pass Filter = OFF-OFF  Blanking Time = 2600 ms

Source Offset  Distance = 49.0 M     Azimuth = 0.0  DEG

STACK # 2   30-Dec-2002-08:31   Shots: 69-72-73-74-75-76-77

VSP PROCESSING

Data Corrected to SRD and TVD

Input data filtered from 5 to 120 Hz

One Way Time Scale Plot

SEG Reverse Polarity

TAR = DATA(I)*I**1.200 

 Z-AXIS Processed

OP System Version: 10C0-306
MCM

WSTA-A 10C0-306

OP System Version: 10C0-306
MCM

WSTA-A 10C0-306

(MS)

Depth
(PDE)
(M)

VspHBTA (VspHBTA)

2400 4400

3928.7
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48
00

46
00

44
00

42
00

40
00

38
00

M
ea

su
re

d 
de

pt
h 

(M
)

 _________________________________________________________________ 
|                                                                 |
|                    VSP STACK SUMMARY LISTING                    |
|                                                                 |
|   Gun and Hydrophone Coordinates:                               |
|                                                                 |
|       Gun Azimuth                                  0.0  DEG     |
|       Gun Offset                                  49.0  M       |
|       Gun Depth        From Schlumberger Zero     13.3  M       |
|       Hydrophone Depth From Schlumberger Zero     13.3  M       |
|                                                                 |
|       SRD Depth        From Schlumberger Zero     11.3  M       |
|                                                                 |
|   Other VSP constants:                                          |
|                                                                 |
|       True Vertical Time Correction              YES            |
|       Surface Velocity                          1524.00 M/S     |
|                                                                 |
|_________________________________________________________________|
|  Stack   | Measured | Measured |True Vert.|Corrected | Interval |
|  number  |  Depth   |Trans Time|Depth from|Trans Time| Velocity |
|          |   (1)    |          | SRD (2)  |   (3)    |   (4)    |
|          |   (M )   |   (MS)   |    (M )  |   (MS)   |   (M/S)  |
|__________|__________|__________|__________|__________|__________|
|     12   |  3940.0  |  2590.31 |  3928.7  |  2591.42 |   5753.81|
|     11   |  3980.0  |  2597.26 |  3968.7  |  2598.37 |   4779.04|
|     10   |  4020.0  |  2605.62 |  4008.7  |  2606.74 |   3640.59|
|      9   |  4055.1  |  2615.26 |  4043.8  |  2616.38 |   4355.58|
|      8   |  4090.0  |  2623.27 |  4078.7  |  2624.40 |   5013.10|
|      7   |  4125.0  |  2630.25 |  4113.7  |  2631.38 |   4271.00|
|      6   |  4165.0  |  2639.61 |  4153.7  |  2640.74 |   4974.98|
|      5   |  4215.0  |  2649.66 |  4203.7  |  2650.79 |   6049.77|
|      4   |  4255.0  |  2656.27 |  4243.7  |  2657.41 |   4556.19|
|      3   |  4305.1  |  2667.26 |  4293.8  |  2668.40 |   5408.73|
|      2   |  4345.0  |  2674.64 |  4333.7  |  2675.78 |   5247.60|
|      1   |  4374.5  |  2680.26 |  4363.2  |  2681.40 |      0.00|
|__________|__________|__________|__________|__________|__________|
|(1)Measured Depth is Cable Depth Referenced to Schlumberger Zero.|
|(2)TVD is referenced to SRD (5)                                  |
|(3)Transit time with respect to SRD(5) corrected for Deviation.  |
|(4)Interval Velocity corrected for Deviation.                    |
|(5)SRD is Seismic Reference Depth.                               |
|__________|__________|__________|__________|__________|__________|

 _________________________________________________________________ 
|                                                                 |
|       VSP STACK SUMMARY LISTING (TWO WAY CORRECTED TIMES)       |
|                                                                 |
|   Gun and Hydrophone Coordinates:                               |
|                                                                 |
|       Gun Azimuth                                  0.0  DEG     |
|       Gun Offset                                  49.0  M       |
|       Gun Depth        From Schlumberger Zero     13.3  M       |
|       Hydrophone Depth From Schlumberger Zero     13.3  M       |
|                                                                 |
|       SRD Depth        From Schlumberger Zero     11.3  M       |
|                                                                 |
|   Other VSP constants:                                          |
|                                                                 |
|       True Vertical Time Correction              YES            |
|       Surface Velocity                          1524.00 M/S     |
|                                                                 |
|_________________________________________________________________|
|  Stack   | Measured | Measured |True Vert.|Corrected | Interval |
|  number  |  Depth   |Trans Time|Depth from|Trans Time| Velocity |
|          |   (1)    |          | SRD (2)  |   (3)    |   (4)    |
|          |   (M )   |   (MS)   |    (M )  |   (MS)   |   (M/S)  |
|__________|__________|__________|__________|__________|__________|
|     12   |  3940.0  |  2590.31 |  3928.7  |  5182.84 |   5753.81|
|     11   |  3980.0  |  2597.26 |  3968.7  |  5196.74 |   4779.04|
|     10   |  4020.0  |  2605.62 |  4008.7  |  5213.48 |   3640.59|
|      9   |  4055.1  |  2615.26 |  4043.8  |  5232.77 |   4355.58|
|      8   |  4090.0  |  2623.27 |  4078.7  |  5248.79 |   5013.10|
|      7   |  4125.0  |  2630.25 |  4113.7  |  5262.75 |   4271.00|
|      6   |  4165.0  |  2639.61 |  4153.7  |  5281.49 |   4974.98|
|      5   |  4215.0  |  2649.66 |  4203.7  |  5301.59 |   6049.77|
|      4   |  4255.0  |  2656.27 |  4243.7  |  5314.81 |   4556.19|
|      3   |  4305.1  |  2667.26 |  4293.8  |  5336.80 |   5408.73|
|      2   |  4345.0  |  2674.64 |  4333.7  |  5351.56 |   5247.60|
|      1   |  4374.5  |  2680.26 |  4363.2  |  5362.80 |      0.00|
|__________|__________|__________|__________|__________|__________|
|(1)Measured Depth is Cable Depth Referenced to Schlumberger Zero.|
|(2)TVD is referenced to SRD (5)                                  |
|(3)TW Transit time with respect to SRD(5) corrected for Deviation|
|(4)Interval Velocity corrected for Deviation.                    |
|(5)SRD is Seismic Reference Depth.                               |
|__________|__________|__________|__________|__________|__________|

          
          

          
          

          



Output DLIS Files
DEFAULT SEIS_WSS_047LNP FN:59 PRODUCER 30-Dec-2002 07:05

OP System Version: 10C0-306
MCM

WSTA-A 10C0-306

 Format: SeisAxisWfPlotCsat       Vertical Scale:   0.5" per 1SAMPLES  Graphics File Created: 30-Dec-2002 07:05

(MS)

SeisWfPlot (SeisWfPlot)

800 2900

WST LOG

Company:

Well:
Field:
Country:
Ocean:

Lamont Doherty

ODP Leg 206, Site 1256D
Fast Spreading Crust
Coata Rica
Pacific Ocean

VSP PROCESSING

Data Corrected to SRD and TVD

Input data filtered from 5 to 120 Hz

One Way Time Scale Plot

SEG Reverse Polarity

TAR = DATA(I)*I**1.200 

 Z-AXIS Processed

OP System Version: 10C0-306
MCM

WSTA-A 10C0-306

OP System Version: 10C0-306
MCM

WSTA-A 10C0-306

(MS)

Depth
(PDE)
(M)

VspHBTA (VspHBTA)

2400 4400

3928.7
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Transit Time (MS)
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 _________________________________________________________________ 
|                                                                 |
|                    VSP STACK SUMMARY LISTING                    |
|                                                                 |
|   Gun and Hydrophone Coordinates:                               |
|                                                                 |
|       Gun Azimuth                                  0.0  DEG     |
|       Gun Offset                                  49.0  M       |
|       Gun Depth        From Schlumberger Zero     13.3  M       |
|       Hydrophone Depth From Schlumberger Zero     13.3  M       |
|                                                                 |
|       SRD Depth        From Schlumberger Zero     11.3  M       |
|                                                                 |
|   Other VSP constants:                                          |
|                                                                 |
|       True Vertical Time Correction              YES            |
|       Surface Velocity                          1524.00 M/S     |
|                                                                 |
|_________________________________________________________________|
|  Stack   | Measured | Measured |True Vert.|Corrected | Interval |
|  number  |  Depth   |Trans Time|Depth from|Trans Time| Velocity |
|          |   (1)    |          | SRD (2)  |   (3)    |   (4)    |
|          |   (M )   |   (MS)   |    (M )  |   (MS)   |   (M/S)  |
|__________|__________|__________|__________|__________|__________|
|     12   |  3940.0  |  2590.31 |  3928.7  |  2591.42 |   5753.81|
|     11   |  3980.0  |  2597.26 |  3968.7  |  2598.37 |   4779.04|
|     10   |  4020.0  |  2605.62 |  4008.7  |  2606.74 |   3640.59|
|      9   |  4055.1  |  2615.26 |  4043.8  |  2616.38 |   4355.58|
|      8   |  4090.0  |  2623.27 |  4078.7  |  2624.40 |   5013.10|
|      7   |  4125.0  |  2630.25 |  4113.7  |  2631.38 |   4271.00|
|      6   |  4165.0  |  2639.61 |  4153.7  |  2640.74 |   4974.98|
|      5   |  4215.0  |  2649.66 |  4203.7  |  2650.79 |   6049.77|
|      4   |  4255.0  |  2656.27 |  4243.7  |  2657.41 |   4556.19|
|      3   |  4305.1  |  2667.26 |  4293.8  |  2668.40 |   5408.73|
|      2   |  4345.0  |  2674.64 |  4333.7  |  2675.78 |   5247.60|
|      1   |  4374.5  |  2680.26 |  4363.2  |  2681.40 |      0.00|
|__________|__________|__________|__________|__________|__________|
|(1)Measured Depth is Cable Depth Referenced to Schlumberger Zero.|
|(2)TVD is referenced to SRD (5)                                  |
|(3)Transit time with respect to SRD(5) corrected for Deviation.  |
|(4)Interval Velocity corrected for Deviation.                    |
|(5)SRD is Seismic Reference Depth.                               |
|__________|__________|__________|__________|__________|__________|

 _________________________________________________________________ 
|                                                                 |
|       VSP STACK SUMMARY LISTING (TWO WAY CORRECTED TIMES)       |
|                                                                 |
|   Gun and Hydrophone Coordinates:                               |
|                                                                 |
|       Gun Azimuth                                  0.0  DEG     |
|       Gun Offset                                  49.0  M       |
|       Gun Depth        From Schlumberger Zero     13.3  M       |
|       Hydrophone Depth From Schlumberger Zero     13.3  M       |
|                                                                 |
|       SRD Depth        From Schlumberger Zero     11.3  M       |
|                                                                 |
|   Other VSP constants:                                          |
|                                                                 |
|       True Vertical Time Correction              YES            |
|       Surface Velocity                          1524.00 M/S     |
|                                                                 |
|_________________________________________________________________|
|  Stack   | Measured | Measured |True Vert.|Corrected | Interval |
|  number  |  Depth   |Trans Time|Depth from|Trans Time| Velocity |
|          |   (1)    |          | SRD (2)  |   (3)    |   (4)    |
|          |   (M )   |   (MS)   |    (M )  |   (MS)   |   (M/S)  |
|__________|__________|__________|__________|__________|__________|
|     12   |  3940.0  |  2590.31 |  3928.7  |  5182.84 |   5753.81|
|     11   |  3980.0  |  2597.26 |  3968.7  |  5196.74 |   4779.04|
|     10   |  4020.0  |  2605.62 |  4008.7  |  5213.48 |   3640.59|
|      9   |  4055.1  |  2615.26 |  4043.8  |  5232.77 |   4355.58|
|      8   |  4090.0  |  2623.27 |  4078.7  |  5248.79 |   5013.10|
|      7   |  4125.0  |  2630.25 |  4113.7  |  5262.75 |   4271.00|
|      6   |  4165.0  |  2639.61 |  4153.7  |  5281.49 |   4974.98|
|      5   |  4215.0  |  2649.66 |  4203.7  |  5301.59 |   6049.77|
|      4   |  4255.0  |  2656.27 |  4243.7  |  5314.81 |   4556.19|
|      3   |  4305.1  |  2667.26 |  4293.8  |  5336.80 |   5408.73|
|      2   |  4345.0  |  2674.64 |  4333.7  |  5351.56 |   5247.60|
|      1   |  4374.5  |  2680.26 |  4363.2  |  5362.80 |      0.00|
|__________|__________|__________|__________|__________|__________|
|(1)Measured Depth is Cable Depth Referenced to Schlumberger Zero.|
|(2)TVD is referenced to SRD (5)                                  |
|(3)TW Transit time with respect to SRD(5) corrected for Deviation|
|(4)Interval Velocity corrected for Deviation.                    |
|(5)SRD is Seismic Reference Depth.                               |
|__________|__________|__________|__________|__________|__________|

          
          

          
          

          


